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PROJECT NAME: _____________________________________
CONTRACTOR:  ______________________________________

SPEC SECTION: ______________________________________
CONTACT NAME: _____________________________________     tel. no:_________________________________
 SUBMITTAL NO: ___________________

	A.
Mix Number:
	B.
Supplier
	C.
Total Materials Cost of Concrete

($)
	D.
Mass of recycled SCMs (lbs.)
	E.
Mass of total cementitious materials only (lbs.)


	F.
SCMs as a percentage of total cementitious materials only (%)

[D/E]
	G.
Dollar value of all cementitious materials only ($)

[from concrete supplier]


	H.
Total recycled content value from SCMs 
($)

[(F/2) x G]

	I. 

Distances from both harvesting AND manufacturing point to project site (miles)
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	10.
	
	
	
	
	
	
	
	


Contractor Certification:

I, __________________________________________ a duly authorized representative of_____________________________________________ hereby certify that the material information contained herein is an accurate representation of the material qualifications to be provided by us, as components of the final building construction. Furthermore, I understand that any change in such qualifications during the purchasing period will require prior written approval from the Construction Manager and Owner.

SIGNATURE OF AUTHORIZED REPRESENTATIVE: _____________________________________________      Date: ____________                             p. ____ of ____
� This column includes Portland cement, recycled SCMs and any other cementitious ingredients that are not recycled (not total lbs. of concrete)


� Assumes that all recycled SCMs are preconsumer (e.g. coal fly ash, GGBFS)


�  Materials can travel more than 500 miles, provided materials always remain within 500 mile radius of project site 





