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0.20

T0.22

4
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0.00

4
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10.60
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0.24
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0.15

4
0.10

4
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0.03

Halide, R4SC Sharp Cutoff
Reflector, Full Cutoff
MEETS THE 'NIGHTTIME
FRIENDLY' CRITERIA

. [0.00 25' tall pole.
0’ tall pole. 250W MH lamp.
100W MH lamp | segmented optics
segmented optics 0.00
70.00 70.02
10.00
70.00 (0.01
10.00
70.00 70.01
10.00
70.00 70.04
10.00
0.0 0.01
10.00
70.00 70.00
10.00
| | .m B-4H
0.00 0.01
10.00 4 optics (forward throw)
%.00 b ot house side-shield.
10.00
0.00 70.02
o0
70.00 70.05
10.02
70.00 (0.06
10.05
o1 o f0.11
This is the 0.01 fc contour | |
for the B-3H fixture. Even | Jo.0s
%0.02 with a house side shield %015
' some fixtures can still '
measure 0.01 fc 90' away | fo.11
%0.05 on the backside of the 017
' = fixture.
lo.12
70.07 0.11
10.08
70.06 70.08
10.04
70.04 0.10
10.03
70.03 70.07
10.03
: : -m B-3H L-
0.02 0.04
Type 0.03
70.03 with 0.08
10.04
70.05 0.11
l0.07
70.06 0.12
‘ 0.13
70.07 0.19
10.20
0.12 0.27
T0.21
0.23
0.23
lo:27
0.37
044
do8
0.62
1.12
T0.37
= A-3 | .a B3
1.06
. +0. o 1
Type 3 joptics Type 3/ optics
1.11
T0.65
0.92
T0.42
0.54
0.34
0.37
T0.21
0.28 70:24
0.15
LUMINAIRE SCHEDULE \ | LUMINAIRE SCHEDULE / |
Symbol Label Qty Catalog Number Description \ Luqiuens LLF Watts 0-10 Symbol Label Qty er Description Lulkn\ens LLF atts
ARM MOUNTED FIXTURE . KSF2 250M R3 Specification Area
A-3 1 KSF1 100M R3 WITH PREMIUM 8500 1.00 140 0.07 B-3 1 (PROBE) Luminaire, 250W Metal 20000 1.00 297
SEGMENTED OPTICS " Halide, R3 Reflector, Full
Cutoff MEETS THE
. ARM MOUNTED FIXTURE 1 'NIGHTTIME FRIENDLY"'
- R3HS wITH PREMIUM 00 1.00 140 0.05 CRITERIA
. ICS
AND HS OPTION KSF2 250M R3 HS Specification Area
H B-3H 1 (PROBE) Luminaire, 250W Metal 20000  1/00 297
ARM MOUNTED FIXTURE \‘46\ " Halide, R3 Reflector with
A-4H 1 KSF1 100M R4SC  wW|TH PREMIUM 8500 1.00 houseside shield, Full
SEGMENTED OPTICS Cutoff MEETS THE
'NIGHTTIME FRIENDLY'
CRITERIA
2 250M R4SC  Specificati a
B B84 1 pRO inaire, 250W Metal 20000 1.00 297

2%
0.00

$
0.01

$
0.02

$
0.04

‘007

<
0.08

$
0.07

$
0.04

$
0.04

<
0.05

¢
0.06

<
0.10

$
0.12

0.15

$
0.24

0,32

0.34

°1.96

0.63

<
0.39

0.01 fc
25' tall pole.
250W MH lamp.
segmented optics.
Premium Grade fixture
0.25 fc
0.5 fc
1.0 fc
'H_ 4 optics (forward throw)
with house-side-shield.
Type 3 gptics _
with house side shield
2 C3
Type 3 optics
LUhINAIRE SCHEDUL% /
Symb\QI Label Qty Catalyé Number |/ Description Lumens LLI7/ Watts
] 250M SR3 / ARCHITECTURAL ARM-
- 1 (PROBE) MOUNTED CUTOFF 20500 1400 297
. LUMINAIRE WITH SR3
REFLECTOR. MEETS
THE 'NIGHTTIME
FRIENDLY' CRITERIA
AS2 250M SR3 HS ARCHITECTURAL ARM-
] C3H 1 (PROBE) MOUNTED CUTOFF 20000  1.00 297
. LUMINAIRE WITH SR3

REFLECTOR, BLACK

INTERNAL HOUSE SID
SHIELD. MEETS THE
'‘NIGHTTIME FRIENDLY'
CRITERIA

AS2 250M SR4SC

C-4H 1 (PROBE) 20500 1.00 297

AIRE WITH SR4SC
FLECTOR. MEETS
THE 'NIGHTTIME

FRIENDLY' CRITERIA

n
0.01

4
0.0

.01

4
0.01

4
0.02

0.03

.03

"
0.04

4
0.04

"
0.03

+
0403

+
0.03

4
0.02

+
0.03

4
0.04

4
0.04

4
0.04

4
0.04

4
0.04

+
0,03

+
0.0

i
0.02

4
0.02

4
0.03

4
0.03

+
0.03

.03

4
0.03

.02

4
0.01

4
0.01

4
0.01

4
0.00

4
0.00

4
0i01

15" beyond site
boundary, (typical)

ay get messy with all of
lapping lines. I was
trying to\keep the fixtures close
enou%h together for comparison
to others. \This sheet will be
very confusing for people not
familiar with lighting and
isometric curves.

(typical) LED fixtures
70.02
70.03
70.04
70.05
008 Type 4 optics 0.25fc
' per LM-79
T0.12
.mm E 1.0 fc 0.5 fc
70.14
70.13
70.10
70.09
70.09
70.11
The parking lot is
| about 70" wide.
0.12
T0.12
T0.08
T0.08
70.11 Type 3 optics
per LM-79
70.13
3 ] E'3
0.15
T0.14
o 0.5fc  )0.25fc
70.10
T0.12
T0.16
70.14
70.10
Type 3 optics with HS shield.
%0.07 NOT per LM-79.
' Notice the similar lumen
value to E-3 but greatly
%0.06 higher calculated values.
' Installed light levels are not
likely to be near these levels.
70.06
70.07
& ] ] D'3H
0.13
| _ 2.0 fc
0.06 Typd 3 optics
with(house side shield /1 g fc
70.03
%0.02 0.01f
70.01
70.02
LUMINAIRE SCHEDULE /
Symbol Label Qty Catalog Number ~ Description Lumens LLF / Watts
= BLD-ARE-3B-__- 6 LIGHT BAR TYPE Il
D-3H 1 102-LED-B BETA EDGE 6931 1. 145.5
" (BXAL1H102B-U) W/BACKLIGHT SHIELD
350 mA
i E-3 1 WP9IL3/LED-5100K \éVAASRTpﬁLLﬁJMK,\‘.A'RE DIE - saps  1.00 120
' HOUSING. SPECIAL
REFLECTOR WITH LED
MODULES. FLAT GLASS
LENS.
120

MODULES. FLAT GLASS
LENS.

0.01 fc

0.01 fc

In the lighting calculation
software use the template
function to show the 0.01 fc
curve. When placing lights
keep that 0.01 fc value
away from the 10'-15'
beyond line. It's much
faster than moving and
recalculating repeatedly.

Created by Bill Swanson
for use on LEEDuser.


bhs
15' beyond site

boundary, (typical)

bhs
Site boundary

(typical)

bhs
The parking lot is

about 70' wide.

bhs
25' tall pole

LED fixtures

bhs
Type 4 optics

per LM-79

bhs
Type 3 optics

per LM-79

bhs
Type 3 optics with HS shield.

NOT per LM-79.

Notice the similar lumen value to E-3 but greatly higher calculated values.  Installed light levels are not likely to be near these levels.

bhs
This may get messy with all of the overlapping lines.  I was trying to keep the fixtures close enough together for comparison to others.  This sheet will be very confusing for people not familiar with lighting and isometric curves.

bhs
25' tall pole.

250W MH lamp.

segmented optics.

Premium Grade fixture

bhs
25' tall pole.

250W MH lamp.

segmented optics

bhs
20' tall pole.

100W MH lamp

segmented optics

bhs
0.01 fc

bhs
0.25 fc

bhs
0.5 fc

bhs
1.0 fc

bhs
2.0 fc

bhs
0.01 fc

bhs
0.25 fc

bhs
0.5 fc

bhs
1.0 fc

bhs
2.0 fc

bhs
0.01 fc

bhs
0.25 fc

bhs
0.5 fc

bhs
0.01 fc

bhs
0.25 fc

bhs
0.5 fc

bhs
1.0 fc

bhs
This is the 0.01 fc contour for the B-3H fixture.  Even with a house side shield some fixtures can still measure 0.01 fc 90' away on the backside of the fixture.

bhs
Created by Bill Swanson 

for use on LEEDuser.

bhs
Type 3 optics

bhs
Type 3 optics

bhs
Type 3 optics

bhs
Type 3 optics

with house side shield

bhs
Type 3 optics

with house side shield

bhs
Type 3 optics

with house side shield

bhs
Type 4 optics (forward throw)

with house side shield.

bhs
Type 4 optics (forward throw)

with house side shield.

bhs
Type 4 optics (forward throw)

with house side shield.

bhs


bhs


bhs
Type 3 optics

with house side shield

bhs
In the lighting calculation software use the template function to show the 0.01 fc curve.  When placing lights keep that 0.01 fc value away from the 10'-15' beyond line.  It's much faster than moving and recalculating repeatedly.


